
 

Web: www.aetflooddefence.com 
(Video footage on web site) 
Phone: +44(0) 114 289 9094 
 

Facebook: facebook.com/aquasacsos 

Twitter: twitter.com/aquasacsos 

 

AET Flood Defence Ltd 

Mobile Flood Barrier 
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The AET Flood Barrier can be joined to a corner sec-

tion to provide a 90 degree turn, thus providing 

greater flexibility. The diagram below shows 4 cor-

ners and six 10m sections. To provide a 200sq.m 

area of protection 

 

10 Metre Barrier Section Corner Barrier Section 

The AET Flood Barrier can be used on grass, 

gravel chips, concrete, tarmac, paving, as it 

will mould to most gentle undulating surfaces 

due to the flexibility of the fabric. 

 

The weight of the AET Flood Barrier section 

is 85Kg and is made of 650g PVC Coated 

Polyester fabric. The flood height protection 

is 70cm. 

 

It is designed to rise automatically with the 

flood water, as such it does not need any 

external power source or pre inflation.  

 

The weight of the flood water provides sta-

bility and inflation. The barrier will deflate 

with falling flood water.  Heavy duty pegs 

can, where the ground allows be used to pro-

vide extra support during inflation.  

Each section can be interconnected to form a 

longer barrier and this is achieved using inte-

gral industrial standard Velcro fasteners on 

each end of the 10 meter barrier. 

 

A
E

T
 F

L
O

O
D

 D
E

F
E

N
C

E
 L

T
D

 

“A
s
s
e
t 
p
ro

te
c
ti
o
n

 t
h
ro

u
g
h
 f
ir

s
t 

re
s
p
o
n

s
e
” 


